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(vii) The modular transmitter must 
comply with any specific rules or oper-
ating requirements that ordinarily 
apply to a complete transmitter and 
the manufacturer must provide ade-
quate instructions along with the mod-
ule to explain any such requirements. 
A copy of these instructions must be 
included in the application for equip-
ment authorization. 

(viii) The modular transmitter must 
comply with any applicable RF expo-
sure requirements in its final configu-
ration. 

(2) Split modular transmitters must 
meet the requirements in paragraph 
(a)(1) of this section, excluding para-
graphs (a)(1)(i) and (a)(1)(v), and the 
following additional requirements to 
obtain a modular transmitter approval. 

(i) Only the radio front end must be 
shielded. The physical crystal and tun-
ing capacitors may be located external 
to the shielded radio elements. The 
interface between the split sections of 
the modular system must be digital 
with a minimum signaling amplitude 
of 150 mV peak-to-peak. 

(ii) Control information and other 
data may be exchanged between the 
transmitter control elements and radio 
front end. 

(iii) The sections of a split modular 
transmitter must be tested installed in 
a host device(s) similar to that which 
is representative of the platform(s) in-
tended for use. 

(iv) Manufacturers must ensure that 
only transmitter control elements and 
radio front end components that have 
been approved together are capable of 
operating together. The transmitter 
module must not operate unless it has 
verified that the installed transmitter 
control elements and radio front end 
have been authorized together. Manu-
facturers may use means including, but 
not limited to, coding in hardware and 
electronic signatures in software to 
meet these requirements, and must de-
scribe the methods in their application 
for equipment authorization. 

(b) A limited modular approval may 
be granted for single or split modular 
transmitters that do not comply with 
all of the above requirements, e.g., 
shielding, minimum signaling ampli-
tude, buffered modulation/data inputs, 
or power supply regulation, if the man-

ufacturer can demonstrate by alter-
native means in the application for 
equipment authorization that the mod-
ular transmitter meets all the applica-
ble part 15 requirements under the op-
erating conditions in which the trans-
mitter will be used. Limited modular 
approval also may be granted in those 
instances where compliance with RF 
exposure rules is demonstrated only for 
particular product configurations. The 
applicant for certification must state 
how control of the end product into 
which the module will be installed will 
be maintained such that full compli-
ance of the end product is always en-
sured. 

[72 FR 28893, May 23, 2007] 

EFFECTIVE DATE NOTE: At 72 FR 28893, May 
23, 2007, § 15.212 was added. This section con-
tains information collection and record-
keeping requirements and will not become 
effective until approval has been given by 
the Office of Management and Budget. 

§ 15.213 Cable locating equipment. 

An intentional radiator used as cable 
locating equipment, as defined in 
§ 15.3(d), may be operated on any fre-
quency within the band 9–490 kHz, sub-
ject to the following limits: Within the 
frequency band 9 kHz, up to, but not in-
cluding, 45 kHz, the peak output power 
from the cable locating equipment 
shall not exceed 10 watts; and, within 
the frequency band 45 kHz to 490 kHz, 
the peak output power from the cable 
locating equipment shall not exceed 
one watt. If provisions are made for 
connection of the cable locating equip-
ment to the AC power lines, the con-
ducted limits in § 15.207 also apply to 
this equipment. 

§ 15.214 Cordless telephones. 

(a) For equipment authorization, a 
single application form, FCC Form 731, 
may be filed for a cordless telephone 
system, provided the application clear-
ly identifies and provides data for all 
parts of the system to show compliance 
with the applicable technical require-
ments. When a single application form 
is submitted, both the base station and 
the portable handset must carry the 
same FCC identifier. The application 
shall include a fee for certification of 
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